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Abstractt ln hc constan卜rate‐of‐strai  consoldation tcsts,rclationships between constitutivc propcrtics can bc so scattered as
non‐rcalistic if thcy arc dctcrmincd using au thc data incasurcd with short time intewals.Data havc to bc sclcctcd in a reasonablc
way.A Incthod of sclccting data is presented by using actual data on the CRS consolidatioェtc ts conductcd  various rates f
compression.田隆 followhgs wcre found:(1)血scattcring is duc to erЮrs ass ciated win data acquisition systcm,and(2)he
dircrcnce bctwccn two data should be larger than somc mcaningful amount,whidl will dcpcnd on thc systcm and mcasuring
conditions.





















試料 A:藤の森粘土とベントナイ トを 1:1.2の質
量比で混合し,最大圧密圧力 49(kN/m2)まで一次元
的に予備圧密したもの.
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(c)試験後期
図6:HSデータの荷重測定値と時間の関係(試験
No。3の結果)
4.2 JISに基づくデータ
JISではデータの測定間隔について,試験開始後
最初の10分は1分間隔,1時間までは5分間隔,
その後は10分間隔を標準とすると規定している。
JISで定められた方法に合うようにデータを選択し
た場合の結果について述べる。
初期データからJISで標準とされている測定時
間間隔△どと同じになるようなデータ(以下JISデー
タと呼ぶ)を作成した。図6にHSデータの軸圧縮
荷重 R(′)と時間 どの関係を示す。図を見易くする
ため,(a)試験初期,(b)試験中期,(c)試験後期に
分け,それぞれのある時間幅を取り上げて示した。
また,各図には測定時間間隔△′も示している.
